AQUASOL PRO
HARD WEARING WEATHERPROOF CLOTHING
Aquasol Pro weatherproof clothing is specifically designed to protect the wearer in
comfort regardless of the weather conditions.

FEATURES
Lightweight, 200gm² PU coated Polyamide
breathable fabric
Windproof, waterproof and tear resistant
Strong reinforced welded seams
Machine washable at 40°C
Bespoke options available to order on
request

ORDERING INFORMATION

SUITABLE APPLICATIONS

Part Number:

Recommended applications include:

AQJH250 -

Aquasol Pro Jacket with Hood

AQTE250 -

Aquasol Pro Trouser with Elasticated Waist

• Agriculture
• Jet Washing
• Leisure Industry
• Outdoor Weather Protection

AQUASOL PRO
HARD WEARING WEATHERPROOF CLOTHING

SIZING
The following table reflects
the dimensions of the four
standard sizes.
We also manufacture sizes
outside the standard sizes, eg
XS, XXL, XXXL etc.
We also provide customers
with the facility to order
garments with dimensions to
their own bespoke size.

CERTIFICATION
SIZE

CHEST GIRTH (cm)

BODY HEIGHT (cm)

S

90 - 98

162 - 168

M

98 - 106

168 - 174

L

106 - 114

174 - 180

XL

114 - 122

180 - 186

EN 343

STORAGE AND MAINTENANCE
It is recommended that the new Aquasol Pro Garments are stored in their original packaging and clear of UV sources.
It is recommended that the care instructions, as detailed on the label, are followed. To remove contamination,
Aquasol Pro clothing can be washed at 40°C, and subsequently allowed to drip dry, in the shade, clear of UV sources.
Aquasol Pro clothing should be stored in a cool, dry and clean environment.
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Advice: For reasons of hygiene the garments should preferably be worn by the same person.
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